
 
P LANTING SCHEDULE 
 
Trees: 

code species  description qty 
SSC Salix babylonica ‘Pendula ’ 16-18cm  girth, BR 2  

Trees shown on plan  to be planted with species as labelled or s im ilar approved. All trees to  be pla nted in pits of 
m in . size 1m x 1m x 0.9m  deep  backfi lled with 500 mm depth 8 0% clean to pso il and 20% approved green 
com post  to PAS100 and 100 gms granular fertilizer, over 400m m washed  medium coa rse grad e sand bed to 
b ase of p it. Water-in heavily after planting . All t rees to  be do uble  staked  and t ied.  Sam ple of staking fo r each 
species to  be approved.  Trees planted in grass area s to b e se t in bare  earth circles,  8 00mm dia meter around 
t ree t runk, with turf trimmed neatly to form circ le , and earth mulched with app roved  bark mulch to 75m m depth 
a fter planting. Trees to be local p ro venance  wh ere possible. 

 
Prive t hedge:  

species common na me % of mix  qty 
Ligustrum vulgare Wild Privet 100% 160 

P lants to be 60-80cms BR 1 + 1 or 1 + 2 transpla nts;  sh rub s 8 -1 0 root co lla r.  Hedgerow plants, to  be feathered 
to ground.  P la nts to  be notch planted with an  application of s low release fertil iser, in 2 rows 200m m apart, 
staggered, at 500mm ce ntres in each row.  P rovide and  install each plan t with a recyclab le staked green sh rub 
she lter (available from  Acorn Planting Products Ltd or simila r approved). Check tree guards a t least twice 
a nnually to rem ove weeds and any soil build up (caused by ants) inside tube.  Shelte rs t o be  removed in  year 3 
a nd recycled (contact A gri-cycle.uk.com). P lan ts to b e trimmed during  winter just  after plan ting , the n twice 
a nnually during growing season to encourage lower branching  and dense growth. 

 
M ixed native hedgerow:  

species common na me % of mix  qty 
Corylus avellana  Hazel 15% 17 
Crataegus monogyna Hawthorn  20% 23 
Ligustrum vulgare Wild Privet 60% 70 
Sambucus nigra Elder 5% 6  

P lants to be 60-80cms BR 1 + 1 or 1 + 2 transpla nts;  sh rub s 8 -1 0 root co lla r.  Hedgerow plants, to  be feathered 
to ground .  Specie s to b e randomly mixed for na tural e ffect.  P lants to be notch plante d with an app lication of 
s low release  fertiliser, in 2  rows 200mm  apart,  staggered, at 500mm cen tres in e ach  row. Provid e and insta ll 
e ach pla nt with  a recyclable staked green  shrub shelter (a vailab le f rom Acorn Planting Products Ltd o r sim ilar 
a pproved). Check tree guards at least twice annually to remove  weeds and any soil bui ld up  (caused by ants) 
inside  tube . Sh elte rs to  be removed in year 3 and recycle d (co ntact Agri-cycle.uk.com ). Plants to be trimmed 
d uring winter just after planting, then  twice a nnually in summe r and autumn  to enco urage lowe r branching and 
d ense growth. 

SPECIFICATION NOTES 
 
1. General landscaping 
Existing levels to be preserved around retained existing trees and vegetation. Existing trees and 
vegetation to be retained are to be protected in accordance with BS5837 during construction. All 
landscape works to be undertaken by competent persons, with appropriate training and equipment. 
All arisings to be removed from site at contractor's expense unless noted otherwise (e.g. woodchip, 
gravel, topsoil, timber sleepers). 
2. Services 
The contractor must ascertain for himself/herself the exact location of underground services before 
commencing work. 
3. Topsoil 
Topsoil to be handled (i.e. excavated and/or imported, stored, spread, cultivated) in accordance with 
method agreed in writing by Landscape Architect prior to work commencing. Amelioration to be as 
determined by analysis.  If poor drainage is suspected in existing soil surfaces, these should be 
broken up prior to planting, turfing and seeding to a depth of 300mm to remove likelihood of 
compaction and damage to new planting and turf.  
Where topsoil is to be imported, soil medium parameters to be within the following:   

Soil texture: sand  20-75% 
silt  5-60% 
clay  5-30% 

Maximum stone size in any direction:  50mm 
pH: 5.5 – 7.8 
Electrical conductivity: 100-900 µS/ cm 
Organic matter: > 4% 
Nitrogen: > 0.2% 
Phosphorous: > 26 mg/l 
Potassium: > 240 mg/l 
Magnesium: >50 mg/l 

Imported topsoil to be a good quality loam to BS 3882. Soil to be in accordance with the ‘Topsoil and 
Subsoil Specification’ document. All topsoil areas shall be thoroughly cultivated by hand or suitable 
machinery to the full depth of the topsoil layer, incorporating ameliorants as specified and/or as 
indicated by analysis and/or as directed by the Landscape Architect. Hand cultivations shall be 
carried out to achieve the required f inish on areas where machine cultivation is impossible ie adjacent 
to kerbs, manholes and footpath junctions etc. Surplus plant matter, rubbish and surface stones 
having any dimension greater than 25 mm shall be collected and removed from the site. Existing 
topsoil to be stripped and re-used if suitable as per specification. Topsoil is to be stored in heaps, 
maximum of 4m in height, providing soil is reasonably dry and friable during stripping and handling - 
using a tracked excavator. To protect from wet weather once final height is achieved, an excavator 
should regrade the sides and top of stockpile to firm surface by tracking across it to form a smooth 
gradient. 
4. Fertilizer/Compost 
Approved (peat free) composts to PAS100 and fertilizers to be added during cultivation as required to 
full depth of growing medium. 
5. Plant Handling 
Plant handling at the nursery, and during transit up to delivery, shall be in accordance with 'Plant 
Handling', the booklet published by the Committee for Plant Supply and Establishment (CPSE). The 
contractor shall comply with clauses 3 & 4 of the above booklet (obtained from the Horticulture 
Trades Association, 19 High Street, Theale, Reading, Berks RG7 5H) which refers to the receipt, 
unloading and temporary storage of plants. General plant stock to conform to BS 3936, advanced 
nursery stock to BS 5236, and planting to BS 4428. Plants shall be first class examples of their 
species or variety, free from all pests and diseases, with good fibrous root systems and materially 
undamaged (refer to relevant sections of BS3936 Parts 1-4 'Specification  of Nursery Stock'). All 
planting operations to be in general compliance with BS4428: 1989 'Code of Practice for general 
landscape operations (excluding hard surfaces).' 
Carry out all planting while soil and weather conditions are suitable: 

• Do not plant during periods of frost or strong winds. Plant only during the following 
periods 

• Deciduous and conifer trees: Late October to late March 
• Bare root hedging plants: Late October to late March 

Topsoil depth to be 450mm for planting and 150mm for grass. 
6. Trees 
Trees shown on plan to be planted with species as labelled or similar approved. All trees to be 
planted in pits of min. size 1m x 1m x 0.9m deep backfilled with 500mm depth 80% clean topsoil and 
20% approved green compost to PAS100 and 100 gms granular fertilizer, over 400mm washed 
medium coarse grade sand bed to base of pit. Water-in heavily after planting. All trees to be double 
staked and tied. Sample of staking for each species to be approved. Trees planted in grass areas to 
be set in bare earth circles, 800mm diameter around tree trunk, with turf trimmed neatly to form circle, 
and earth mulched with approved bark mulch to 75mm depth after planting. Trees to be local 
provenance where possible. Any necessary tree works are to be carried out by an approved tree 
surgeon to BS 3998.  
7. Privet Hedge 
Plants to  be 6 0-80cm s BR 1  + 1  or 1 + 2  transplan ts;  shrub s 8-10  root collar.  Hedgerow p lan ts, to be 
fea thered to  ground . Plants to be  notch plante d to nursery  level w ith  an a pplicatio n of s lo w re lea se 
ferti liser , in 2 rows  2 00mm  apa rt,  s tagge red , at  500 mm cen tres  in each row. Provid e an d install  ea ch 
plant with a recyc lab le stake d green shrub shelte r (available from Acorn P lant ing P ro duc ts Ltd  or 
s imila r ap pro ved ). Ch eck  tree guards  at le ast twice annua lly to rem ove wee ds and any  so il  build up 
(ca use d by a nts) inside tu be. Sh elte rs  to be rem ove d in year 3 a nd recycled (contact Ag ri -
cyc le .u k.com). Plants  to be trimm ed during  winter ju st after planting, then  twice  a nnually  d uring 
growing season to e nco urage lower branchin g and d ense growth. 
8. N ative Hedge 
Plants to  be 6 0-80cm s BR 1  + 1  or 1 + 2  transplan ts;  shrub s 8-10  root collar.  Hedgerow p lan ts, to be 
fea thered to ground.   Sp ecies to  be  rand omly mixed fo r natural effect.  P lan ts to be notch planted to 
nursery level with an a pplica tion  of s lo w relea se fertil iser, in  2 rows 200 mm apart, s tagge re d, at 
500 mm centres  in e ach row. P ro vide an d install each plant wi th a recyc la ble s taked green  shrub 
shelter (available from A co rn P lan ting  Products L td or similar approved). Check t ree  guards  at le ast 
twice annu ally to remo ve we eds and  any soil bu ild up  (caused by ants) inside tu be. S hel ters to  be 
remo ved in year 3 and recyc le d (contact A gri-cycle.uk .com). Plants  to be  trimmed  during  winter just 
afte r p lant ing,  then twice  annua lly in su mmer an d autum n to en cou ra ge lo we r b ra nch ing  a nd de nse 
growth. 
9. G ra ss/Turf 
Turfing  a nd se eding  shall be carried out only du ring approp ria te sea son s and  while  soil and weath er 
condition s a re suitable for the  rele vant operations . On ly  machinery a nd too ls su itable fo r t he s ite 
condition s and  the work to be  carried o ut sha ll b e used .  Ha nd tools shall be used aroun d tre es, 
plants  and  in confined  spa ces where it is impractical to use m ach inery. Th e soil  shall be we ed free 
prio r to turfin g an d seed ing.  Contact herbicide as specified shou ld be appl ied  to all areas  of weed 
growth 4-6 weeks be fore  grassing and repe ated if nece ssary to  ma inta in a weed  free bed.  W here 
dee p roote d weed s a re  prese nt (docks, t his tle s etc.) ap proved  Glyp hosate-based herbic ide  should be 
app lied as a  spo t tre atmen t. Tu rf shall be  laid  on prepared,  leve lled soil (m inimum 1 50mm de pth) in 
the  areas  in dicated  on the d rawings in accord ance  with BS  44 28:198 9. A ll  grass  a rea s to be 
app ro ved  land scape q uality  turf for ex ternal areas,  or equivalent seed . 
10. M aintenance 
Establishm ent mainten ance  for all pla ntin g for 3 ye ars from P ractica l Com plet ion to  inc lu de weed 
control , watering and  replacemen t of  fa ilure s to orig inal speci ficatio n in the planting sea son  fo llowing 
failu re.  Al l plant m aterial to receive a nnual  pruning an d hed ges  to be tra ined  and e dged with m inimum 
2 trims per year. Mowin g is to be  ca rrie d ou t using  app roved machine ry  to  maintain th e ve geta tion 
length within th e limits of 30  mm a nd 50  mm during April to Augu st inc lusive a nd be tween 50 mm  and 
70 mm du ring th e re st o f the year. 

MAINTENANCE PLAN:

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
X (x2) X (x2) X (x2) X (x2) X (x2) X (x2)

X X X X X X
P/M P/M P/M

X X X X X X
X X X X
P P/M P M

X
X X X
X X X X
P P/M P M

X

Notes:
Trimming applies to hedges only, not trees.      P=Privet hedge      M=Mixed hedge

Apply s low release fertiliser

Apply s low release fertiliser
Allow for watering visits
Clear weeds around planting
Trim to encourage dense growth

Year 1

Year 2

Year 3

Allow for watering visits
Clear weeds around planting
Trim to encourage dense growth
Apply s low release fertiliser
Allow for watering visits
Clear weeds around planting
Trim to encourage dense growth


